Compression molding is a lightweight technology that allows to preserve fiber length and retain better mechanical properties compared to injection molding. In compression molding development, a suitable material such as glass fiber mat thermoplastics (GMT) is often used. However, because of the complicated micro-structure of the fibers and the fiber-resin matrix interactions, it is still quite challenging to understand the mechanism of compression molding and it is very difficult to obtain a uniformly compressed GMT product. In this study, we propose a method to measure the rheological properties of GMT through a compression system. Specifically, we utilized a compression molding system to record the relation between the loading force and the displacement. This quantitative information was used to estimate the power-law index and viscoelastic parameters and predict viscosity. Moreover, the estimated viscoelastic parameters of GMT were implemented into Moldex3D to evaluate the flow behavior under compression. The results showed that the trend of the loading force variation was consistent in numerical simulation and experiments. However, at the final stage of compression molding, the experimental loading force was much higher than that estimated by simulation. To find out the mechanism causing this deviation, a series of studies were performed. Through TGA measurement, we found that the fiber content of the center portion of the compressed part increased from 63% to 85% during compression. This was expected, as a result of the fiber-polymer matrix separation effect. This fiber-polymer matrix separation effect influenced the power-law index and rheological parameters of GMT, making them fluctuate. Specifically, the power-law index changed from 1.0 to 0.62. These internal changes of the rheological properties further induced a much higher loading force in the real experimental GMT system. We further verified the rheological properties variation using pure polyamide (PA) and found that since there is no fiber-polymer matrix interactions the power-law index and curve-fitting rheological parameters were almost constant. The mechanism causing the deviation was therefore validated.
Introduction
Because of the excellent strengthening obtained in plastics, fiber has received a great attention in lightweight technology development in recent years. However, one of the crucial problems is the breakage of long fibers which reduces the impact strength significantly during product manufacturing [1] [2] [3] [4] . To overcome fiber breakage, many researchers suggested to use glass mat thermoplastics (GMT) through compression molding because it is a softer processing method [5] [6] [7] [8] . However, using compression molding poses several problems, such as how to specify the types of In this process, the non-isothermal 3D flow motion can be mathematically described by the following conservation laws for mass, momentum, and energy: (4) where u is the velocity vector of the fluid, ucompression is the velocity vector of the upper mold, p is the pressure, T is the temperature, t is compression time, τ is the stress tensor, ρ, η, Cp, and K represent density, viscosity, heat capacity, and thermal conductivity of the plastic material, respectively. Through the whole analysis, the polymer melt was assumed to behave as a Generalized Newtonian Fluid (GNF) with compressibility.
During the simulation process, we assumed the viscosity of GMT followed a power law as in Equation (5) . The temperature-dependent effect displayed an exponential behavior as in Equation (6) .
where k is a rheological parameter measured in (Pa·s), m is the power-law index, B is a constant (Pa·s), T0 (K) is the reference temperature. Moreover, on the basis of mass, momentum, and energy conservations, we can derive the mathematical relationship between machine loading force and squeeze speed from Equation (7) below. Then, we will utilize this information to evaluate the power-law index (m) and the rheological parameter (k). In this process, the non-isothermal 3D flow motion can be mathematically described by the following conservation laws for mass, momentum, and energy:
ρ( ∂u ∂t + (u − u compression )·∇u)) = −∇p + ∇·τ (2) ρC P ∂T ∂t + (u − u compression )·∇T = ∇(K∇T)
∂u ∂t = ∇·(u compression ) (4) where u is the velocity vector of the fluid, u compression is the velocity vector of the upper mold, p is the pressure, T is the temperature, t is compression time, τ is the stress tensor, ρ, η, Cp, and K represent density, viscosity, heat capacity, and thermal conductivity of the plastic material, respectively. Through the whole analysis, the polymer melt was assumed to behave as a Generalized Newtonian Fluid (GNF) with compressibility. During the simulation process, we assumed the viscosity of GMT followed a power law as in Equation (5) . The temperature-dependent effect displayed an exponential behavior as in Equation (6) .
where k is a rheological parameter measured in (Pa·s), m is the power-law index, B is a constant (Pa·s), T 0 (K) is the reference temperature. Moreover, on the basis of mass, momentum, and energy conservations, we can derive the mathematical relationship between machine loading force and squeeze speed from Equation (7) below. Then, we will utilize this information to evaluate the power-law index (m) and the rheological parameter (k).
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where F is the loading force, m is the power-law index, r is the shear strain, h is the specimen thickness (gap height, mm) at a certain time t (s).
Materials and Specimen Preparation
The original GMT material used was 102-RGR2400 (supplied by Bond-Laminates, Brilon, Germany). A 2 mm-thick sheet of GMT was used for preparing the disc specimens, as shown in Figure 2 . Inside the specimen, a polyamide (PA) resin was used as the polymer matrix that was reinforced by the continuous glass mat fiber. To study the detailed micro-structure inside the GMT, we performed a thermogravimetric analysis (TGA) test to check the original fiber content. The specimen used was about 13 mg. Before performing the TGA test, the specimen was put into an oven at 100-110 • C for 10 to 30 min to remove water. After that, the dry specimen was moved into the TGA, heating from room temperature to 520 • C at 10 • C/min. The results are presented in Figure 3a . When the temperature was continuously increased, we observed 1.3 wt % decomposition at about 100 • C, corresponding to moisture loss. When the temperature reached 380 to 480 • C, the weight was reduced dramatically. This was due to the polymer matrix (PA material) decomposition (about 30 wt %) into CO 2 and H 2 O. When the temperature was further increased from 450 • C, the weight of the specimen no longer changed. The final weight corresponded to the fiber content. Hence, the original fiber content was about 60 wt % as determined by the TGA test, as shown in Figure 3a . Moreover, to evaluate the fiber length structure, the original GMT material was weighed and then put into a furnace to perform sintering (burning) at 600 • C for 4 hours. The material exhibited internal long fiber bundles (about 54 mm length) with a random three-dimensional staggered structure, as shown as in Figure 3b . where F is the loading force, m is the power-law index, r is the shear strain, h is the specimen thickness (gap height, mm) at a certain time t (s).
The original GMT material used was 102-RGR2400 (supplied by Bond-Laminates, Brilon, Germany). A 2 mm-thick sheet of GMT was used for preparing the disc specimens, as shown in Figure 2 . Inside the specimen, a polyamide (PA) resin was used as the polymer matrix that was reinforced by the continuous glass mat fiber. To study the detailed micro-structure inside the GMT, we performed a thermogravimetric analysis (TGA) test to check the original fiber content. The specimen used was about 13 mg. Before performing the TGA test, the specimen was put into an oven at 100-110 °C for 10 to 30 min to remove water. After that, the dry specimen was moved into the TGA, heating from room temperature to 520 °C at 10 °C/min. The results are presented in Figure 3a . When the temperature was continuously increased, we observed 1.3 wt % decomposition at about 100 °C, corresponding to moisture loss. When the temperature reached 380 to 480 °C, the weight was reduced dramatically. This was due to the polymer matrix (PA material) decomposition (about 30 wt %) into CO2 and H2O. When the temperature was further increased from 450 °C, the weight of the specimen no longer changed. The final weight corresponded to the fiber content. Hence, the original fiber content was about 60 wt % as determined by the TGA test, as shown in Figure 3a . Moreover, to evaluate the fiber length structure, the original GMT material was weighed and then put into a furnace to perform sintering (burning) at 600 °C for 4 hours. The material exhibited internal long fiber bundles (about 54 mm length) with a random three-dimensional staggered structure, as shown as in Figure 3b . 
Experimental Setup and Related Information
To perform compression molding, the real system with a heating chamber was setup, as shown in Figure 4a . It was modified using the Instron machine which offers the maximum loading force of 10 kN. Moreover, the key compression zone was operated in the compression mold which had an upper and a lower plate with a diameter of 50 mm. The upper mold is movable, and a controlled compression was applied at a speed of 0.001-10 mm/s. The basic operation conditions are listed in Table 1 . The melt temperature was around 290-300 °C. Different compressing rates (closing speeds) ranging from 1.0 to 0.1 mm/min were applied to compress the GMT to a final thickness of 1.0 mm. The original diameter of the specimen was 25 mm. In Figure 4b , one GMT specimen was compressed between the upper and the lower molds, and an aluminum foil was used to avoid attachment of the polymer matrix to the mold surfaces. 
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Numerical Simulation Setup and Related Information
To study the viscoelastic behavior of the compression molding, a numerical simulation system was also created similar to the experimental system. Specifically, the internal compression zone and meshing setting are presented in Figure 5 . For the compression molding of GMT, the process conditions were the same as those of the experiment, reported in Table 1 . 
Results and Discussion

Basic Compression Experiment and Data Analysis
First, we performed some basic compression molding tests to evaluate the viscoelastic parameters. During compression, it was assumed the no-slip boundary at the surface of the compression plate. Before compression, the testing specimen was prepared with a round shape and an original diameter of 25 mm. After compression, the real diameter of the sample was about 38 mm, as shown in Figure 6 . It is clear that both the mat and the melt were deformed mainly in the lateral direction during compression. Moreover, during the compression molding testing, the 
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Deviations Between Numerical Simulation and Experimental Study
After obtaining the viscoelastic parameters experimentally, the data were input into Moldex3D to integrate them with other parameters, including the specific volume against pressure and temperature (PVT), the heat capacity (Cp), the thermal conductivity (K), for compression molding simulation. Here, the geometrical model for the simulation was exactly the same as that of the experiment, as shown in Figures 1 and 5 . The diameter of the compression zone was 50 mm, and the height of the compression zone was 1.0 mm. The final thickness of the compressed charge was 1.0 mm (compressed from h0 = 2.0 to h = 1.0 mm). Other operation conditions are listed in Table 1 . The load behavior after compression is displayed in Figure 9 . The results show the relationship between load and displacement. When the compression speed was fixed, the load increased exponentially as the displacement increased. As the compression speed increased, the increase of the load at a higher speed was much faster than that at a lower speed, as shown in Figure 9a . Moreover, from the simulation results, the trend of the relationship between load and displacement was consistent with that of the experiments. However, when compared more carefully the simulation and the experiment, some significant deviations appeared, as shown in Figure 9b . Specifically, when the displacement was larger, the deviation between the predicted load of simulation and that of the experiment was larger. In addition, for safety reasons, the maximum limit of the load was set to 6,000 (N) in the experiment. The real displacement was stopped at 0.7 mm (the gap was 1.3 mm), while in the simulation, it reached the final target of 1.0 mm. In addition, at the same displacement (for instance 0.7 mm), the experimental load (6000 N) was much higher than that predicted in the simulation (4000 N). Why this deviation occurred needs further study. 
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Search for the Mechanism Responsible of the Deviation
Fiber-Polymer Matrix Separation Effect
To determine the mechanism of the deviation between simulation prediction and experiment, we analyzed the final compressed parts carefully. When the compression molding is executed, the moving upper mold tries to squeeze the GMT in the radial direction. In the simulation, we assumed that the internal fiber content is constant all the time during the compression processing. However, in real experiments, we observed that as the radial force continuously pushed the fiber-polymer matrix moving it, the polymer moved more easily than the entangled long fibers (as shown in Figure 3b ). This caused the fiber and the polymer matrix to separate. To verify this fiber-polymer matrix separation phenomenon, we performed several tests as follows. In the basic testing, as described earlier, the final sample diameter was 35 mm from the original 2 mm, at the final stop of 1 mm, through theoretical calculation. On the other hand, the real diameter of the compressed sample was around 38 mm in Figure 6 . The real compressed disc was 3 mm larger than the value estimated 
Search for the Mechanism Responsible of the Deviation
Fiber-Polymer Matrix Separation Effect
To determine the mechanism of the deviation between simulation prediction and experiment, we analyzed the final compressed parts carefully. When the compression molding is executed, the moving upper mold tries to squeeze the GMT in the radial direction. In the simulation, we assumed that the internal fiber content is constant all the time during the compression processing. However, in real experiments, we observed that as the radial force continuously pushed the fiber-polymer matrix moving it, the polymer moved more easily than the entangled long fibers (as shown in Figure 3b ). This caused the fiber and the polymer matrix to separate. To verify this fiber-polymer matrix separation phenomenon, we performed several tests as follows. In the basic testing, as described earlier, the final sample diameter was 35 mm from the original 2 mm, at the final stop of 1 mm, through theoretical calculation. On the other hand, the real diameter of the compressed sample was around 38 mm in Figure 6 . The real compressed disc was 3 mm larger than the value estimated by the simulation.
This was due to the separation of the polymer matrix and the fibers, which will be discussed later. The separated resin was further prompted to jump out by inertia.
Moreover, as we expected, if the polymer matrix was further pushed outward, the relative fiber-to-polymer percentage in the center portion of the specimen increased. To verify our expectation, we selected the center portion of the GMT (Figure 10a) for TGA analysis. The operation was as described in Section 2.2. Clearly, at the end of the compression, the fiber percentage in the center portion of GMT increased to 85% compared to its original value of 63%, as shown in Figure 3a .
In addition, we also collected the compressed specimens subjected to three different compression speeds, and the results indicated similar fiber contents, as shown in Figure 11 . Clearly, it can be stated that the fiber-polymer matrix separation effect occurring in the real experiments on continuous-fiber GMT is one of the main driving forces causing the deviation of the loading force in compression molding between the simulation prediction and the experimental results.
Moreover, as we expected, if the polymer matrix was further pushed outward, the relative fiber-to-polymer percentage in the center portion of the specimen increased. To verify our expectation, we selected the center portion of the GMT (Figure 10a) for TGA analysis. The operation was as described in Section 2.2. Clearly, at the end of the compression, the fiber percentage in the center portion of GMT increased to 85% compared to its original value of 63%, as shown in Figure  3a . In addition, we also collected the compressed specimens subjected to three different compression speeds, and the results indicated similar fiber contents, as shown in Figure 11 . Clearly, it can be stated that the fiber-polymer matrix separation effect occurring in the real experiments on continuous-fiber GMT is one of the main driving forces causing the deviation of the loading force in compression molding between the simulation prediction and the experimental results.
To understand the fiber-polymer matrix separation effect in the real experiments, we extended our investigation to the power-law index variation during compression molding. Using Equation (7), we focused on different compressed heights and estimated the power-law index. Surprisingly, the internal fiber microstructure changes influenced the power-law index to change significantly, as shown in Figure 12 . As we described earlier, as compression proceeds, the squeeze force pushes outward the polymer more than the continuous long fibers, as a consequence of fiber entanglement. This causes the relative fiber-to-polymer percentage in the internal portion of the specimen to increase gradually. This is further reflected by changes in viscoelasticity, from the start (h0 = 2.0 mm) to the end (h = 1.0 mm) of compression molding. Power law-index of the testing material GMT1 during compression.
Power-Law Index Estimation in Pure PA
Furthermore, to validate the fiber-polymer matrix separation phenomena in the real experiments, we also applied pure PA (Altech PA66 ECO 1000/561 Black BK0002-00, supplied by ALBIS company, Hamburg, Germany) and measured the associate viscoelastic parameters. The operation conditions and specimen dimension are listed in Table 2 . Since there was no fiber entanglement effect, the compression behavior was much simpler than that of GMT. Therefore, the operation parameters were different. The relationship between load and displacement, after performing compression molding at three different compression speeds experimentally, is shown in Figure 13 . In isothermal conditions, the load was proportional to the displacement. Besides, the load increased with the increase of the compression speed. These results are similar to those of the GMT system.
After performing a series of load vs displacement measurements from a constant initial gap and at a constant temperature, the relationship between load and compression speed was linearized Figure 11 . Fiber concentration measurement of the compressed products at different compression speeds.
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3.3.3. Power-Law Index Estimation in Pure PA Furthermore, to validate the fiber-polymer matrix separation phenomena in the real experiments, we also applied pure PA (Altech PA66 ECO 1000/561 Black BK0002-00, supplied by ALBIS company, Hamburg, Germany) and measured the associate viscoelastic parameters. The operation conditions and specimen dimension are listed in Table 2 . Since there was no fiber entanglement effect, the compression behavior was much simpler than that of GMT. Therefore, the operation parameters were different. The relationship between load and displacement, after performing compression molding at three different compression speeds experimentally, is shown in Figure 13 . In isothermal conditions, the load was proportional to the displacement. Besides, the load increased with the increase of the compression speed. These results are similar to those of the GMT system. after compression is displayed in Figure 14 . The results show that when the compression speed was fixed, the load increased exponentially as the displacement increased. As the compression speed increased, the increase of the load at a higher speed was much faster than that at a lower speed. Moreover, from the simulation results, the trend of the relationship between load and displacement was consistent with that of the experiments. Compared to the GMT system, the pure PA system did not display a significant deviation between the numerical simulation and the experimental study. Moreover, using Equation (7), we focused on different compressed heights and estimated the power-law index. The comparison of the power-law index of the GMT and pure PA systems is presented in Figure 15 . Here, several features need to be addressed. First, since there is no fiber inside the pure PA system, the flow behavior of the pure polymer was smoother. The PA system had a constant power-law index with m = 0.8. In addition, the curve-fitting rheological parameter of pure PA was also close to a constant value of 460 Pa⋅s. In contrast, the power-law index of GMT varied (m = 1 to 0.62), and the rheological parameter also changed (k = 4.14 × 10 6 to 1.3618 × 10 6 Pa⋅s) during compression. This confirmed that the fiber-polymer matrix interaction was significant in the GMT system in compression molding. After performing a series of load vs. displacement measurements from a constant initial gap and at a constant temperature, the relationship between load and compression speed was linearized according to Equation (7). After data analysis, the power-law index (m = 0.8) and the rheological parameter (k = 430 Pa·s) was estimated. After obtaining the viscoelastic parameters experimentally, as mentioned earlier for the GMT system, the data were implemented into Moldex3D for compression molding simulation, as described in Section 3.2. Here, the diameter of the compression zone was 50 mm, and the height of the compression zone was 2.0 mm. The final thickness of the compressed part was 1.0 mm. Other operation conditions are listed in Table 2 . The load behavior after compression is displayed in Figure 14 . The results show that when the compression speed was fixed, the load increased exponentially as the displacement increased. As the compression speed increased, the increase of the load at a higher speed was much faster than that at a lower speed. Moreover, from the simulation results, the trend of the relationship between load and displacement was consistent with that of the experiments. Compared to the GMT system, the pure PA system did not display a significant deviation between the numerical simulation and the experimental study. Moreover, using Equation (7), we focused on different compressed heights and estimated the power-law index. The comparison of the power-law index of the GMT and pure PA systems is presented in Figure 15 . Here, several features need to be addressed. First, since there is no fiber inside the pure PA system, the flow behavior of the pure polymer was smoother. The PA system had a constant power-law index with m = 0.8. In addition, the curve-fitting rheological parameter of pure PA was also close to a constant value of 460 Pa·s. In contrast, the power-law index of GMT varied (m = 1 to 0.62), and the rheological parameter also changed (k = 4.14 × 10 6 to 1.3618 × 10 6 Pa·s) during compression. This confirmed that the fiber-polymer matrix interaction was significant in the GMT system in compression molding. 
Conclusions
In this study, we propose a method to measure the rheological properties of GMT through a compression system. Specifically, we utilized compression molding to record the relationship between loading force and displacement. This quantitative information was used to estimate the power-law index and viscoelastic parameters and for viscosity prediction. Moreover, the estimated viscoelastic parameters of GMT were implemented into Moldex3D to evaluate the flow behavior under compression. The simulation prediction and experimental measurements were further compared. The results showed that the loading force increased exponentially against the displacement at various compression speeds. The trend of the loading force variation was consistent for both numerical simulation and experiments. However, there were some significant deviations. Specifically, at the end stage of compression molding, the experimental loading force was much higher than that estimated by the simulation. The mechanism causing this deviation was expected to be related to the fiber-polymer matrix separation effect. To validate our expectation, we have applied TGA to analyze the fiber content of the center portion of the compressed specimens. The fiber content increased from 63% to 85% during compression. This fiber content variation influences the power-law index and the rheological parameters of GMT making them fluctuate. Specifically, the power-law index changed from 1.0 to 0.62. These internal rheological properties changes further increased the loading force in the real experimental GMT system. To further verify the change in the rheological properties, pure PA was used to perform compression molding tests. The results showed that because of the absence of fiber-polymer matrix interactions in the pure polymer PA system, the power-law index and the curve-fitting rheological parameters were almost constant. The mechanism causing the deviation was therefore validated. 
